






































































Roof Industry 
Metric Conversions

You have this
Customary Value

R-Value (ft²·h·°F/ Btu)

K-Value Btu/ (ft·h·°F)

C-Value Btu/ (ft²·h·°F)

U-Value Btu/ (ft²·h·°F)

Compressive Strength (psi)

Density (pcf)

Length (feet)

Length (inches)

Area (Square Feet)

You want this
Metric Value

R-Value (m²·K/W)

K-Value (W / (m·K))

C-Value (W / (m²·K))

U-Value (W / (m²·K))

kPa

kg / m³

meters (m)

millimeters (mm)

square meters (m²)

Multiply the customary value 
by the following factor

0.176110

1.73073

5.678263

5.678263

6.89476

16.0185

0.3048

25.4

0.09290304

You want this
Customary Value

R-Value (ft²·h·°F/ Btu)

K-Value Btu/ (ft·h·°F)

C-Value Btu/ (ft²·h·°F)

U-Value Btu/ (ft²·h·°F)

Compressive Strength (psi)

Density (pcf)

Length (feet)

Length (inches)

Area (Square Feet)

You have this
Metric Value

R-Value (m²·K/W)

K-Value (W / (m·K))

C-Value (W / (m²·K))

U-Value (W / (m²·K))

kPa

kg / m³

meters (m)

millimeters (mm)

square meters (m²)

Divide the metric value 
by the following factor

0.176110

1.73073

5.678263

5.678263

6.89476

16.0185

0.3048

25.4

0.09290304

Customary to Metric

Metric to Customary

Page 28Published July 2006


	MAIN MENU: 
	PREV: 
	PREVIOUS PAGE VIEWED: 
	NEXT: 


