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Description: 
The Firestone Stand-Up Tool is designed to be used for installing Firestone All-Purpose and Heavy-Duty Pre-Assembled 
Fasteners and Insulation Plates.  The tool has an adjustable depth-control feature that allows correct fastener depth to 
prevent under or over driving.  Firestone also offers the Setter Tool and Carrying Bag.  The Setter Tool is designed to be 
used to set the fastener and plate assembly into the insulation prior to installing with the Stand-Up Tool.  The Carrying 
Bag allows for up to one (1) box of fasteners and plates to be transported on the roof to facilitate the setting process.  
Using the Setter Tool in combination with the Carrying Bag eliminates the need to set plates by hand. 

Method of Application: 
1.  Read the Operating Guidelines for Firestone Pre-Assembled Insulation Tools packaged in the Stand-Up Tool box 

as well as the back of this Technical Information Sheet. 
2.  Using the Setter Tool, place the pre-assembled fastener and plate into the tube and then push the assembly into 

the insulation.  After placing fasteners and plates in the required pattern, installation into the decking material can 
proceed using the Stand-Up Tool. 

Note:  Setting pre-assembled parts may not be possible with some substrates due to their density. 
3.  Place the Stand-Up Tool over the fastener head and push the tool down to seat the plastic nosepiece onto the 

plate.  Start the drill and push the tool downward to engage the fastener, driving it through the insulation and the 
decking material.  Once it is seated to the correct depth, disengage the fastener by lifting up on the tool.  Proceed to 
the next fastener and plate assembly and repeat the process.  

 
Storage: 

Store in original, unopened packaging protected from the weather. 
Precautions: 

 Care Eye protection must be worn during the installation of the Pre-Assembled Fastener and Plate.  
 

 

Property-Stand-Up Tool:  Value 

Material:       Aluminum Shaft 

Drill: Milwaukee Model #6799, 0-2500 RPM or equal 

Brill Bit: #3 Phillips by 2-3/4” (70mm) long 

Overall Length: 37-1/2” (953 mm) 

Weight: 8 lb (3.6 kg) 

Property-Setter Tool:  

Material: Aluminum 

Item Number:  
Setter Tool           W563582035 
Stand-Up Tool     W563582039 
 

 

 

Product Information   

Physical Properties 
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Overall Length: 47” (1194 mm) 

Weight: 1 lb (.45 kg) 

Maximum Screw Length: 8” (203 mm) 

Property-Carrying Bag:  

Material: Canvas 

Color: Cream 

Dimensions: 12”Hx16”Lx10”W (305mm Hx406mm Lx 254mm W) 

Capacity: 1 Box of Pre-Assembled Fasteners and Plates 

Weight: 1 lb (.045 kg) empty 
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Setter Tool Operating Instructions: 

1.  Loosen black handle on bottom of Setter Tool and pull ring back 
several inches.  

2. Place and hold pre-assembled fastener into end of setter so that plate 
seats flush on nosepiece.  Move the ring forward so that magnetic 
drive rod rests on top of fastener head. 

3.  Tighten black handle securely.  Setter is ready to use. 
4.  Place pre-assembled fastener on nosepiece of setter and insert into 

insulation. 
5. Utilize the Firestone Carrying Bag to hold pre-assembled fasteners and 

plates for use in conjunction with the Setter Tool. 

 

 

 

 

 

Stand-Up Tool Operating Instructions:  
1.  Screw red handle into aluminum bar at the top of tool. 
2.  Test install fasteners for proper depth.  To adjust the depth, loosen 

depth control nut.  Thread tool body farther onto screw gun or away 
from screw gun to achieve proper depth.  Tighten depth control nut 
against tool body in the correct position. 

3.  Place plastic nosepiece over pre-assembled fastener and plate and 
seat against plate.  Engage drill and press firmly on both handles of the 
Stand-Up Tool until the fastener is seated. 

4. If the tool has been properly set, the fastener will seat without over or 
under driving.  

NOTE:   If fastener does not disengage and continue to spin, the deck 
was missed or the depth setting has changed. 
 

 

 

Please contact your Firestone Roof Systems Advisor at 1-800-428-4511 for 
further information. 

This sheet is meant to highlight Firestone products and specifications and is subject to change without notice.  Firestone takes responsibility for 
furnishing quality materials which meet published Firestone product specifications.  Neither Firestone nor its representatives practice architecture. 
Firestone offers no opinion on and expressly disclaims any responsibility for the soundness of any structure. Firestone accepts no liability for structural 
failure or resultant damages.  Consult a competent structural engineer prior to installation if the structural soundness or structural ability to properly 
support a planned installation is in question. No Firestone representative is authorized to vary this disclaimer. 


